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ASH GROVE NOC # 5730

This Order of Approval # 5730 supersedes Order of Approval # 3382 and adds the

installation of a 120 ton/hour Clinker Pre-Grind Crusher with a Baghouse at 20,000 cfm,

and a Finish Mill High Efficiency Separator Project including (2) 60 ton/hr High

Cfficiency Separators with (2) Baghouses at 77,000 cfm each, (2) Baghouses at 10,000
] cfm each, and a Baghouse at 5,000 cfm.

Notice of Construction Special Conditions:

I 4. This source is subject to Subpart F of 40 CFR part€RE 60.

5. PM-10 cmissions from cach baghouse cxcept the Main Stack baghousc shall not
exceed 0.005 grains/dsct over a twenty-four hour period. Ash Grove may
demonstrate compliance with this condition by any of the following:

' A.  TPerforming a PSAPCA approved source test according to EPA Method 5 or

EPA Method 201A,

B. Demonstrating no visible emissions for 15 consecutive seconds,

C.. Demonstrating no visible emissions for three consecutive minutes, or

D. Repairing within 24 hours, any baghouse that has visible emissions for
more than three consecutive minutes.

Comphance shall be detenmned for v 131b1e em1ss1ons usmz EPA Method 22us+ne

fer—ﬂs&b}e—emssieﬁs PSAPCA may require a source test Ior any baghouse that
has sustained visible emissions, unless such emissions are considered unavoidable

under WAC 173-400-107.

6. Except during start-up and shutdown of the Kiln. scheduled maintenance and for
cmissions considered unavoidable under WAC 173-400-107, cmissions from the
main baghouse shall not exceed the most stringent of PSD limits or the following
limits:

A. Carbon monoxide (CO): 1049 ppm @10% oxygen (O2), 8-hr ave., and 235
tpy (tons per vear);

B. Nitrogen Oxides (NOx): 700 ppm @10% O2 1-hr ave., 501 ppm @10% O2
24-hr, and 1846 tpy;

C. Sulfur Dioxide (SO2): 180 ppm (@10% O2 1-hr ave., and 176 tpy;
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D. Particulate Matter (PM): 10.6 pph and 46 tpy.

7. During start-up and shutdown of the kiln. and during scheduled maintenance on
the main baghouse, all of the emission limits stated in condition 6 apply. except
that emissions from the main stack shall not exceed 200 ppm of SO2 corrected to
10% Q2 for a one hour average and 1000 ppm of NOx corrected to 10% O2 for a
one hour average. Appendix A to this order defines the start-up. shutdown and
scheduled maintenance conditions under which these alternate limits apply.

8. Ashgrove shall monitorirg and report CO, NOx, SO2, and opacity emissions
opacity from the main baghouse according to Article 12 of Regulation L

9. By MayEebruary 1, 1995, Ashgrove shall submit to PSAPCA for approval a best
available control technology determination for controlling fugitive emissions from
the kiln. The evaluation must include start-up and shut down.

910. Ash Grove shall submit a testing plan to PSAPCA for approval within 60 days of
startup for testing of the High Efficiency Separator Baghouse.

10+. This Order of Approval te—limit—plant-widePMIO—emissiens—supersedes and
cancels Order of Approval No. 3382 dated June 19, 1990.
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To: Ash Grove Cement
Aftention: Gerald Brown
Fax #: 623-5355

From: Jay Willenberg
Fax #: 206 343 7622
Voice: 206 689 4052

Fax: 2 pages and a cover page.

— Note:
This includes Matt's wording and the changes that
we talked about. | hope that you can read this
ohe.

<€ HadT
e J

AGCS2M000448



	barcode: *626676*
	barcodetext: 626676


